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LENNAR HOMES OF INDIANA, LLC HWC ENGINEERING www.hwcengineering.com
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(317) 659-3200 keichhorn@hwcengineering.com @ SOILS MAP
NOT TO SCALE
SOIL DESCRIPTIONS/LIMITATIONS
1. Br_— Brookston silty clay loam, 0 to 2 percent slopes
For the construction of local roads and streets, this soil is rated very limited due to a high potential for
ponding, limited depth to a saturated zone (water table), high potential for frost action, maderate potential for
shrink /swell action, and low strength. For the construction of homes, this soil is rated very limited due to a
limited depth to a saturated zone (water table) and high potential for ponding. The potential for shrink/swell
action is low however.
2. CrA — Crosby silty loam, fine—loamy subsoil, 0 to 2 percent slopes
For the construction of local roads and streets, this soil is rated very limited due to a high potential for frost
action, limited depth to a saturated zone (water table), and low strength. For the construction of homes, this
soil is rated very limited due to a limited depth to a saturated zone (water table). <
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SITE IMPROVEMENT GENERAL NOTES:

GEOMETRIC LAYOUT NOTES:

1.

ALL EXCAVATED TRENCHES UNDER PROPOSED PAVED AREAS INCLUDING
SIDEWALKS SHALL BE BACKFILLED WITH GRANULAR MATERIAL PER INDOT
STANDARD SPECIFICATIONS, SECTION 211, AND COMPACTED IN LIFTS.
GRANULAR MATERIAL SHALL EXTEND 5 FEET BEYOND THE LIMITS OF THE
PAVEMENT AT THE SURFACE WITH A 1:1 SLOPE OUTWARD TO THE
BOTTOM OF THE TRENCH.

2. WHERE NECESSARY, UTILITY SERVICE CONDUITS SHALL BE INSTALLED

UNDER PAVED AREAS AND BACKFILLED AS SPECIFIED ABOVE BEFORE
PAVEMENT IS CONSTRUCTED. COORDINATE CONDUIT REQUIREMENTS WITH
UTILITY COMPANIES AND MECHANICAL CONTRACTORS.

3. FOLLOWING THE COMPLETION OF ALL UNDERGROUND WORK IN PAVED

AREAS, AGGREGATE BASE SHALL BE APPLIED AND COMPACTED TO THE
THICKNESS INDICATED ON THE APPROPRIATE PAVEMENT DESIGN DETAIL.
COMPACT BASE CQURSE AT OPTIMUM MOISTURE CONTENT TO NOT LESS
THAN 95% OF MAXIMUM DRY DENSITY ACCORDING TO ASTM D-1557.
WHEN THICKNESS OF COMPACTED BASE EXCEEDS 6 INCHES, PLACE
MATERIALS IN EQUAL LAYERS, WITH NO LAYER MORE THAN 6 INCHES OR
LESS THAN 3 INCHES THICK WHEN COMPACTED. COMPACT WITH A
MEDIUM WEIGHT SMOOTH WHEELED ROLLER OR EQUIVALENT. ALONG
CURBS, WALLS AND ALL LOCATIONS NOT ACCESSIBLE TO THE ROLLER,
COMPACT AGGREGATE BASE WITH HAND OPERATED TAMPERS.

4. BITUMINOUS PAVEMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH

INDOT STANDARD SPECIFICATIONS, SECTION 400. PORTLAND CEMENT
CONCRETE PAVEMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH
INDOT STANDARD SPECIFICATIONS, SECTION 500. SEE CONSTRUCTION
DETAILS FOR PAVEMENT DESIGN INFORMATION.

5. THE CONNECTION OF NEW PAVEMENT TO EXISTING PAVEMENT IN THE

PARKING LOTS AND DRIVEWAYS SHALL MATCH EXISTING GRADES AND
PROFILES. A LAP JOINT IS REQUIRED FOR CONNECTIONS BETWEEN
EXISTING AND PROPOSED BITUMINOUS PAVEMENTS.

6. UNLESS NOTED OTHERWISE, ALL PAVEMENT STRIPING WITHIN THE

PROJECT SITE SHALL BE PAINTED WITH WHITE LATEX, WATERBORNE
EMULSION, LEAD AND CHROMATE FREE, READY MIXED, COMPLYING WITH
FS TT-P—1952. APPLY PAINT WITH MECHANICAL EQUIPMENT AND/OR
STENCILS TO PRODUCE CLEAN, STRAIGHT AND UNIFORM EDGES. APPLY
AT MANUFACTURER'S RECOMMENDED RATES TO PRODUCE A MINIMUM 12
TO 15 MILS DRY THICKNESS.

7.

10.

11.

PORTLAND CEMENT SHALL CONFORM TO THE REQUIREMENTS OF ASTM
C—150. ONLY ONE BRAND AND MANUFACTURER OF APPROVED CEMENT
SHALL BE USED FOR ANY ONE STRUCTURE. REGULAR FINE AND
COARSE AGGREGATES SHALL CONFORM TO THE REQUIREMENTS OF ASTM
C-33. ALL WATER USED SHALL BE POTABLE, CLEAN AND FREE FROM
OILS, ACIDS, ALKALIS, ORGANIC MATERIAL OR OTHER SUBSTANCES THAT
MAY BE DELETERIOUS TO CONCRETE OR STEEL.

REINFORCING STEEL SHALL CONFORM TO THE REQUIREMENTS OF ASTM
A-615, GRADE 60. WELDED WIRE FABRIC OR WIRE MESH SHALL
CONFORM TO THE REQUIREMENTS OF ASTM A-185. REINFORCEMENT
SHALL BE CUT AND BENT IN ACCORDANCE WITH ACI 315. COMPLY WITH
ARSI RECOMMENDED PRACTICE "PLACING REINFORCING BARS” FOR
PLACING AND SUPPORTING REINFORCEMENT.

ALL CONCRETE USED ON THIS PROJECT SHALL BE CLASS A STRUCTURAL
CONCRETE WITH A 28-DAY COMPRESSIVE STRENGTH OF 4,000 PSI,
6—1/2 BAGS, 2 TO 4 INCH SLUMP RANGE, 5% TO 8% AIR CONTENT.
CLASS A CONCRETE SHALL BE PROPORTIONED IN ACCORDANCE WITH ACI
211.1.  ALL READY MIXED CONCRETE SHALL BE MIXED, DELIVERED, AND
PLACED IN ACCORDANCE WITH ASTM C-94.

FORMS SHALL BE CONSTRUCTED OF WOOD, PLYWOOD, STEEL, OR OTHER
APPROVED MATERIALS AND SHALL BE MORTAR TIGHT. THE FORMS AND
ASSOCIATED FALSEWORK SHALL BE SUBSTANTIAL AND UNYIELDING AND
SHALL BE CONSTRUCTED SO THAT THE FINISHED CONCRETE WILL
CONFORM TO THE DIMENSIONS AND CONTOURS SHOWN ON THE
DRAWINGS. FORM SURFACES SHALL BE SMOOTH AND FREE FROM
HOLES, DENTS, SAGS, AND OTHER IRREGULARITIES. THE FORMS SHALL
BE COATED WITH A NON-STAINING OIL BEFORE CONCRETE IS POURED.
REMOVE FORMS A MINIMUM OF 24 HOURS AFTER PLACING CONCRETE.

ALL CONCRETE SHALL BE PLACED IN ACCORDANCE WITH ACl 304.
FORMED CONCRETE SHALL BE UNIFORMLY CONSOLIDATED USING A
MECHANICAL VIBRATOR. COMPLY WITH THE RECOMMENDATIONS OF ACI
306R FOR COLD WEATHER PLACEMENT AND ACI 305R FOR HOT WEATHER
PLACEMENT.  PROTECT FRESHLY PLACED CONCRETE FROM PREMATURE
DRYING AND TO ENSURE PROPER MOISTURE CONTROL DURING CURING.

1.

ALL DIMENSIONS ARE REFERENCED TO THE EDGE OF PAVEMENT, EDGE OF
SIDEWALK, FRONT OF CURB, OR OUTSIDE SURFACE OF BUILDING WALL UNLESS
OTHERWISE NOTED.

REFER TO BUILDING PLANS FOR ALL BUILDING DIMENSIONS AND LAYOUT
DETAILS

THE TYPICAL PARKING SPACE IS 9" WIDE BY 21 DEEP AT 75 DEGREE ANGLE.

THE HANDICAP ACCESSIBLE PARKING SPACE IS TO BE IN ACCORDANCE WITH
ADA SPECIFICATIONS.

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL REQUIRED
CONSTRUCTION LINE AND GRADE TO ENSURE ACCURATE LAYOUT OF SITE
IMPROVEMENTS.  DIGITAL FILES OF CONSTRUCTION PLANS ARE AVAILABLE UPON
REQUEST.

CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING PROPERTY CORNER
MONUMENTS.  ANY PROPERTY CORNER MONUMENT DISTURBED OR DESTROYED
DURING CONSTRUCTION ACTIVITY SHALL BE REPLACED BY AN INDIANA
LICENSED SURVEYOR AT CONTRACTOR'S EXPENSE.

CONTRACTOR IS RESPONSIBLE FOR PROTECTING BENCHMARKS. IF
BENCHMARKS ARE TO BE DISTURBED OR REMQVED AS PART OF THE
DEMOLITION PLAN ACTIVITY, CONTRACTOR SHALL HAVE A INDIANA LICENSED
SURVEYOR ESTABLISH ANOTHER BENCHMARK AT A LOCATION OUT OF HARM'S
WAY.

ANY DISCREPANCIES IN LAYOUT DIMENSIONS SHALL BE REPORTED TO THE
PROJECT ENGINEER PRIOR TO PROCEEDING WITH WORK AT THAT LOCATION.
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SITE IMPROVEMENT KEYNOTES: ®

1. INSTALL 2" CONCRETE ROLL CURB PER SHEET CB.5, DETAIL# 4.

2. EXISTING 2" CONCRETE ROLL CURB.

3. INSTALL CONCRETE WALK SHEET C8.5, DETAILS #11, 2 & 3. CONTRACTOR TO

ENSURE ALL WALKS INSTALLED MEET A.D.A. GUIDELINES.

4. INSTALL CONCRETE WALK SHEET CB.5, DETAILS #1, 2 & 3. CONTRACTOR TO

ENSURE ALL WALKS INSTALLED MEET A.D.A. GUIDELINES.
5. ADA PARKING STALLS PER SHEET CB8.5, DETAIL #9.
6. ADA RAMP PER SHEET (8.5, DETAILS #6, 7 & 8
7. INSTALL ACCESSIBLE PARKING SIGN PER SHEET C8.5 DETAIL #10.
8. INSTALL PAVEMENT STRIPING PER SHEET C8.5 DETAIL #9.

9. INSTALL ASPHALT PAVEMENT PER LOCAL ROAD CROSS SECTION.
SEE MCCORDSVILLE TOWN STANDARD DETAIL SHEET 2 OF 10.

10. INSTALL CONCRETE PAVEMENT PER SHEET C8.5 DETAIL #5.

11. EXISTING FIRE HYDRANT, SEE GRADING & UTILITY PLAN SHEET C1.2.

LAND DESCRIPTION

Part of Common Area #7-2 in McCord Pointe Section 7, an addition in Hancock
County, Indiana recorded in Plat Cabinet D, Slide 186, as Instrument No.
202206538 in the Office of the Recorder of Hancock County, Indiana.

12. EXISTING SANITARY SEWER STRUCTURE, SEE GRADING & UTILITY PLAN SHEET C1.2

13. EXISTING WATER METER, SEE GRADING & UTILITY PLAN SHEET C1.2.
14. LANDSCAPING, SEE LANDSCAPE PLAN SHEET L1.0.

15. SANITARY CLEAN OUT.

16. GRASS.

17. EXIT ONLY — DO NOT ENTER SIGN.

18. ENTRANCE ONLY — DO NOT ENTER.

19. TRUNCATED DOMES REQUIRED — COLOR SHALL BE BLACK.

20. WHITE DIRECTIONAL ARROW — 4’ LONG.
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KNOW WHAT'S BELOW.

CALL BEFORE YOU DIG.

Call 811 or 800-382-5544 Beftore you Dig!
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WATER SYSTEM NOTES: UTILITY NOTES:

1. ALL WATER LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH E:bN'SF_I;IREU[F:’_ﬁgEOEEEA)NSBUILDINGS SHALL BE CONSTRUCTED ACCORDING TO ARCHITECTURAL
CITIZENS ENERGY GROUP TYPICAL CONSTRUCTION SPECIFICATIONS AND )

REVISIONS

135 N. PENNSYLVANIA ST., SUITE 2800
INDIANAPOLIS, IN 46204
P.  317-347-3663

DATE | DESCRIPTION BY
g‘ﬂ?llil_séoﬁ\g[[)) %"F'AhLEA“ﬂ.EE THE MINMUM REQUIREMENTS OF THE INDIANA REFER TO ARCHITECTURAL PLANS FOR ALL INFORMATION REGARDING UTILITY LAYOUT AND
' DETAILS WITHIN THE BUILDING AND EXTENDING OUT 5' FROM EXTERIOR FACE OF BUILDING. GRAPHIC SCALE
- ALL MEP DESIGN AND COORDINATION IS THE RESPONSIBILITY OF ARCHITECT/CONTRACTOR. :
2. WATER MAINS AND SERVICE LINES SHALL HAVE A MINIMUM OF 4’5" OF \ \ \ \ KNOW WHAT'S BELOW.
COVER OVER THE TOP OF THE PIPE. A MINIMUM OF 18INCHES VERTICAL SITE WORK CONTRACTOR TO COORDINATE WITH ALL TRADES PRIOR TO START OF WORK. 0 20 40 60 AL BEFORE 100 oG
SEPARATION AND 10—0" HORIZONTAL SEPARATION SHALL BE MAINTAINED :
BETWEEN WATER MAINS AND SEWERS (SANITARY AND STORM). PIPE DEPTHS 2. SEE ARCHITECTURAL AND MECHANICAL PLANS FOR INFORMATION.. Call 811 or 800-382-5544 Before vou Dig!
SHOWN ON THESE PLANS ARE REFERENCED TO THE INVERT OF PIPE Y &
- 3. ALL EXCAVATED TRENCHES UNDER PROPOSED PAVED AREAS INCLUDING SIDEWALKS (IN FEET)
SHALL BE BACKFILLED WITH GRANULAR MATERIAL PER INDOT STANDARD SPECIFICATIONS,
3 cnc FROFOSED WATER SETRI_\(&C%OL;I'#FEAXVT%LR BSEH :L?_NEEEIIE%MT?ALALNTHE SECTION 211, AND COMPACTED IN LIFTS. GRANULAR MATERIAL SHALL EXTEND 5 FEET LEGEND:
- BEYOND THE LIMITS OF THE PAVED AREAS AT THE SURFACE WITH A 1:1 SLOPE OUTWARD
WORK ASSOCIATED WITH CONNECTIONS TO THE EXISTING FACILITIES. THE 10 THE BOTTOM OF THE TRENCH
CONTRACTOR SHALL COORDINATE THE CLOSURE OF VALVES, INSPECTION, AND : EXISTING PROPOSED
ALL SERVICE SHUT—OFFS WITH CITIZENS ENERGY GROUP. 4. ALL WATER SERVICE AND SANITARY LINES SHALL BE IN CONFORMANCE WITH PROPERTY LINE
4. TRENCHES UNDER PAVED AREAS SHALL BE BACKFILLED AND COMPACTED APPLICABLE INDIANA STATE. DEPARTMENT OF HEALTH REGULATIONS AND- GUIDELINES. RIGHT-OF—WAY LINE
IN LIFTS WITH "B-BORROW” OR APPROVED GRANULAR MATERIAL PER INDOT o EASEMENT LINE -
STANDARD SPECIFICATION SECTION 211. GRANULAR MATERIAL SHALL EXTEND
5 FEET BEYOND THE LIMITS OF THE PAVED AREA WITH A 1:1 SLOPE SETBACK LINE
OUTWARD TO THE BOTTOM OF THE TRENCH. o CENTERLINE _
£ 5. THE COMPLETED WATER SERVICE LINE SHALL BE TESTED AND 000 SWALE / FLOWLINE 000
9 DISINFECTED IN ACCORDANCE WITH CITIZENS ENERGY GROUP REQUIREMENTS. . . - FENCE e o0 o
=
T s EXISTING SANITARY SEWER ENGINEERING
% ) ' 1k | BHE ' : ' 'l ' T AR ) S L' 1 R ST EXISTING STORM SEWER
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S TR || A1 | ® GO
O
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1 = =854. ——
- 108 109 \ 110 I : STORM END SECTION a
5 1 \ \ - — ! .9.. FIRE HYDRANT Q
= \ —_—— &
) | |
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o - — . | 3 9 | (
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wn |
= . l 1 | | 25  LOT NUMBER
3 = @) ‘\ A \ ' SF.  SQUARE FEET
o = 7 5 e | a4 £ | \ : D.&U.E.  DRAINAGE & UTILITY EASEMENT
= 3 R o 1 gl| e | | D.E.  DRAINAGE EASEMENT
S Te) 8 m SF \ | \l | D.U.&SSE.  DRAINAGE UTILTIY & SANITARY SEWER EASEMENT
O ) \ | | CA. COMMON AREA
< = N l | R/W  PUBLIC RIGHT OF WAY
9 — \ 1 | \ | D.&LMAE.  DRAINAGE & LANDSCAPE, MAINTENANCE ACCESS EASEMENT
N |
» \ n l <
> : L . . | |
< Sl | B — | SITE UTILITY PLAN KEYNOTES: LIJ
i) —
S ‘l ll | (#) (NOT ALL KEY NOTES APPLY TO THIS SHEET) m
: g : 1
1
N 854.8 ml 1> | > | \ o : SANITARY SEWER r
= 0 @ \ <C | | 6 S1. 6" SDR35 SANITARY LATERAL AT 1.0% MIN SLOPE (2% PREFERRED). LATERAL SEWER - < Z
3 \ 3 \l = | \ | CLEANOUT WITHIN 3’ OF BUILDING. CONTRACTOR TO NOTIFY ENGINEER IF FIELD Z
: 1 | CONDITIONS DIFFER PRIOR TO CONSTRUCTION. COORDINATE LOCATION WITH
N B | 1 - \\ \ . \ %Z/Z 5 L ARCHITECTURAL PLANS - >—4
. | \ = I (=4 = [ ’J
< . 5 = 1 o | \ " | S2. SANITARY LATERAL CLEANOUT. H
= “C) . ~ | \ T
E = 7 6 oo l SRR — 5 % | WATER_SERVICE A, — AR
jo = ) \ — | \ 3 | W1. CONNECT TO EXISTING 1" WATER METER PIT. Z
- l l O »
2 O 8927536 SF ol | | i — ° L | W2. 1” DOMESTIC WATER SERVICE LINE. 105 LF Q >"
~ ?ﬁ_ - \ ‘\ ZJD | \ \ @.. | ELECTRIC SERVICE  (TO BE DETERMINED, ITEMS NOT SHOWN) Q{t m F
2 = | | \ ’ 7 = F = | ) 2 =
a 00 | \ ’\ # = | O \J\
2 | S | 1 B e . \ 237" @ C L /7 2 " | TELECOMMUNICATIONS  (TO BE DETERMINED, IF REQUIRED: ITEMS NOT SHOMWN) <ﬂ -
= B | S ' ~ /) ' 4 I U
c | | \ - \ — — ] Q I F
£ | | jr S = | — 3 | GAS SERVICE  (TO BE DETERMINED, IF REQUIRED: ITEMS NOT SHOWN) () > D
— —— -1~ c — —
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= l ] SANITARY SEWER NOTES:
: 5 8,9402SF : | b '
o \ ) \ ‘ l (&}
a O 1 | P =
5 fj\ = \C\l 1 1 \ \ 8 - sy — 3 1. THE SANITARY SEWER SHALL MEET THE REQUIREMENTS OF THE TOWN OF MCCORDSVILLE
S A\ - | \ o AND INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT (IDEM) AND INDIANA STATE
e \ \ \ \ \ o S DEPARTMENT OF HEALTH FOR SANITARY SEWER COLLECTION SYSTEMS. SANITARY SEWER
| ', » | | — — LATERAL TO BE CONSTRUCTED OF POLYVINYL CHLORIDE (PVC) SDR—35 PIPE. JOINTS
o oo\ \ | | \ o ) SHALL BE GASKETED BELL AND SPIGOT TYPE WITH THE BELL MADE INTEGRAL WITH THE
S % | 5 | | ) PIPE. SANITARY SEWERS SHALL BE SDR-26 PIPE FOR DEPTHS OF 15 FT OR GREATER.
N S \ | — b — - E— _—
g ((\\ TC=855.49 o l 1 . 70 — = 2. SANITARY SEWER LATERALS FOR BUILDING CONNECTIONS SHALL BE 6” DIAMETER PVC
L -\ 11 1 1 " . s S SDR—35, LAID AT A MINIMUM SLOPE OF 1.00%.
S g " -35
2 S 337" OF 8" SDR
\ ) ” i » ) ”
< \ | \ 1307 OF & SR s S ° 4. A MINMUM OF 18" VERTICAL SEPARATION AND 10'-0" HORIZONTAL SEPARATION TO BE
i C A # 5 5 st : g MAINTAINED BETWEEN THE WATER MAINS, HYDRANTS AND SEWERS (SANITARY AND
= . 856.1 STORM)
O ° ° | J o A .
_‘—_) / ! 1 \ L 1 T
kS & / \ ! \(3 5. TRENCHES UNDER PAVED AREAS (EXCLUDING SIDEWALKS) SHALL BE BACKFILLED WITH
o) S / I W1 ’
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Plot Date:

PLANT SCHEDULE:

KEY

ACE-S
TIL-T

CER-C

PIC-C

HYD-Q
FOT-G

BUX-G
ILE-G
PIC-O

CAR-P

BOTANICAL NAME COMMON NAME

SHADE TREES

ACER SACCHARUM SUGAR MAPLE

TILIA TOMENTOSA SILVER LINDEN
ORNAMENTAL TREES

CERCIS CANADENSIS REDBUD

EVERGREEN TREES

PICEA ABIES 'CUPRESSINA' COLUMNAR NORWAY SPRUCE

DECIDUOUS SHRUBS

HYDRANGEA QUERCIFOLIA 'SNOW QUEEN'
FOTHERGILLA GARDENII

EVERGREEN SHRUBS

BUXUS X 'GREEN MOUNTIAN'

ILEX GLABRA 'DENSA’

PICEA OMORIKA 'NANA'

GROUNDCOVERS

CAREX PENSYLVANICA

SNOW QUEEN HYDRANGEA
DWARF FOTHERGILLA

GREEN GREEN MOUNTAIN BOXWOOD
DENSA COMPACT INKBERRY
DWARF SERBIAN SPRUCE

PENNSYLVANIA SEDGE

PARKING LOT LANDSCAPING REQ. (6,512 SFT):

1. ONE SHADE TREE PER 2,400 SQUARE FEET OF SURFACE AREA
2. ONE SHRUB PER 500 SQUARE FEET OF SURFACE AREA

TREES SHRUBS
REQUIRED: 3 14
PROVIDED: 4 59

PARKING PERIMETER REQ. (250 LFT):

1. A PERIPHERAL LANDSCAPING STRIP FOUR FEET WIDE SHALL BE
INSTALLED ALONG THE SIDE OF ANY PARKING AREA THAT ABUTS

ANY SIDE OR REAR PROPERTY LINE. AT LEAST ONE TREE FOR
EACH 50 LINEAL FEET

REQUIRED: 1
PROVIDED: 1
BUILDING PERIMETER REQ.:

1. A PLANTING AREA FIVE FEET WIDE SHALL BE INSTALLED
ALONG ALL SIDES OF BUILDINGS

QUANTITY  CALIPER

1 2.5"
2 2.5"

HGT ROOT
12' B&B
12' B&B
8 B&B
6' B&B
24" #5CONT
18" #5CONT
18" #5CONT
18" #5CONT
24" #10 CONT

- CLUMP #2 CONT

SPACING

SEE PLAN
SEE PLAN

SEE PLAN

SEE PLAN

36" O.C.
36" O.C.

36" O.C.
48" 0.C.
48" O.C.

24" O.C.

REMARKS

CENTRAL LEADER
CENTRAL LEADER

CENTRAL LEADER

FULL, DENSE BRANCHING

FULLIN POT
FULLIN POT

FULLIN POT
FULLIN POT
FULLIN POT

FULLIN POT

—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—

S |ILE=G

HYD—Q| 5

1S

KNOW WHAT'S BELOW.
CALL BEFORE YOU DIG.

Call 811 or 800-382-5544 Beftore you Dig!

GRAPHIC SCALE
0' 20 40 60’
(IN FEET)
LEGEND
(# ] xxx QUANTITY / KEY

SHADE TREE - 2 1/2" CALIPER
SHADE TREE — MULTI TRUNK
EVERGREEN TREE

ORNAMENTAL TREE — 1 1/2" CALIPER
@ DECIDUQUS SHRUB

$*%  EVERGREEN SHRUB

GROUNDCOVER

SPADE EDGE BED LINE
______ SEE PLANTING BED

PERIMETER DETAIL FOR

INFORMATION

NOTES:

. LANDSCAPING AS SHOWN SUBJECT TO UTILITIES, GRADING
AND DRAINAGE IMPROVEMENTS AND EASEMENTS.

2. ALL LANDSCAPING WITHIN THE ENTRANCE MEDIAN WILL BE

MAINTAINED BY THE HOA.

3. STREET TREES SHALL BE INSTALLED IN THE LOCATION

SHOWN ON THE PLANS.

4. ALL PLANTING BEDS WITH ADJOINING LAWN AREAS SHALL

BE EDGED WITH A SPADE, UNLESS NOTED OTHERWISE.

5. MULCH: FINELY SHREDDED HARDWOOD BARK, AGED TO BE

APPLIED AT A THREE (3) INCH DEPTH FOR ALL PLANTING
BEDS AND TREE SAUCERS.

PREPARED BY:

HWC ENGINEERING

135 N. PENNSYLVANIA ST., SUITE 2800
INDIANAPOLIS, IN 46204

P.  317-347-3663

REVISIONS

DATE | DESCRIPTION BY

HWC

ENGINEERING

INDIANAPOLIS - TERRE HAUTE
LAFAYETTE - MUNCIE - NEW ALBANY

www.hwcengineering.com
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REVISIONS

GENERAL NOTES:

1. SEE PLANS FOR EXACT TREE LOCATION. DATE | DESCRIPTION BY
2. ALL PLANT MATERIAL TO MEET THE LATEST EDITION OF ANSI Z60

STANDARDS.
3. REMOVE ALL PLASTIC AND WIRE TAGS AND CORDS. CENERAL NOTES.
4. PRUNE CROSSOVER LIMBS AND BROKEN OR DEAD BRANCHES. DO NOT R e R EXACT TREE LOCATION

REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTENDED TO THE EDGE D AL DA A TR A CoiTION OF ANSI 760

OF THE CROWN. DOUBLE LEADERS MAY BE REMOVED AT PLANTING TIME. T AR
5. REMOVE TOP 1/3 OF BURLAP AND WIRE BASKET. REMOVE 5 BEMOVE ALL PLASTIC AND WIRE TAGS AND CORDS.

NON—BIODEGRADABLE WRAP COMPLETELY. // 4. PRUNE CROSSOVER LIMBS AND BROKEN OR DEAD BRANCHES. DO NOT
6. STAKE TREE AS INDICATED. REMOVE STAKES AT END OF WARRANTY PERIOD : :

REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTENDED TO THE EDGE

WITHOUT DISTURBING ROOT BALL.

SET TREE PLUMB AND ROTATE AS DIRECTED BY LANDSCAPE ARCHITECT.
OVER EXCAVATE TREE PIT IF DEBRIS, IMPENETRABLE SOILS OR STRUCTURAL
FILL TO INDICATED DEPTH, REMOVE DEBRIS FROM SITE AS DIRECTED.

FLEXIBLE STRAP SYSTEM A

0 ABOVE FIRST BRANCH

OF THE CROWN. DOUBLE LEADERS MAY BE REMOVED AT PLANTING TIME.
REMOVE TOP 1/3 OF BURLAP AND WIRE BASKET. REMOVE
NON—BIODEGRADABLE WRAP COMPLETELY.

STAKE TREE AS INDICATED. REMOVE STAKES AT END OF WARRANTY PERIOD
WITHOUT DISTURBING ROOT BALL.

SET TREE PLUMB AND ROTATE AS DIRECTED BY LANDSCAPE ARCHITECT.
OVER EXCAVATE TREE PIT IF DEBRIS, IMPENETRABLE SOILS OR STRUCTURAL
FILL TO INDICATED DEPTH, REMOVE DEBRIS FROM SITE AS DIRECTED.

o N

N o o
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/ 2"X4" BLACK, HARDWOOD STAKE. RUBBER HOSE ON EACH c
/ MAJOR STEM. ALL MAJOR
(3 STAKES, 120" APART) STEMS SHOULD BE WIRED ENGINEERING
= TOGETHER ROOT COLLAR/FLARE SHALL BE 1"-2"
5 PROTECTIVE TRUNK ROOT COLLAR/FLARE SHALL BE 1"-2" ABOVE FINISH GRADE. REMOVE EXCESS SOIL INDIANAPOLIS - TERRE HAUTE
- WRAPPING ABOVE FINISH GRADE. REMOVE EXCESS SOIL TO LOCATE AND EXPOSE ROOT FLARE. LAFAYETTE - MUNCIE - NEW ALBANY
S . . .
5 TO LOCATE AND EXPOSE ROOT FLARE www.hweengineering.com
- 3” DEPTH OF HARDWOOD MULCH
- 3" DEPTH OF HARDWOOD MULCH CONTINUOUS OVER ENTIRE PLANTING BED.
= CONTINUOUS OVER ENTIRE PLANTING BED. R0 S AKES N N S KEEP MULCH 2"—3" FROM TRUNK BASE
5 KEEP MULCH 2°—3" FROM TRUNK BASE £ 7Y P %
= ( % 4” HIGH TOPSOIL SAUCER
N 4” HIGH TOPSOIL SAUCER FINISH u» AROUND PLANTING PIT
FINISH I~ AROUND PLANTING PIT GRADE « A T
GRADE % N AT o IR RAT T r T —
5 2 e e | e — RN .
AU A | S UNDISTURBED SOIL
RN UNDISTURBED SOIL AN ‘ - K
NI 2 N . R SCARIFY PIT SIDES AND BOTTOM
P N SCARIFY PIT SIDES AND BOTTOM of > BT
I z29F R
= | SEEK SZH MANIIN
z 2E |00 SEUW AR BACKFILL WITH PLANTING SOIL PER
SEW Vo0 BACKFILL WITH COMPOST AMENDED SOIL PER L Z R SPECIFICATIONS. TAMP SOIL FIRMLY AND
: 27 //>\§//>§//> SPECIFICATIONS. TAMP SOIL FIRMLY AND w23 R EVENLY AROUND ROOT BALL TO STABILIZE
wEsl EVENLY AROUND ROOT BALL TO STABILIZE %) X /. RO, ROOT BALL. WATER THOROUGHLY TO
» \\\//;\\\//;\\\//;\\\//;\\\///\ \ 4 ROOT BALL. WATER THOROUGHLY TO S e //\i\///\i\/ ELIMINATE AIR POCKETS.
SRR ELIMINATE AIR POCKETS. IS NN 2N
ASLNLNNEN P, R 3
LR T TR TTRETAN R isescs A PREPARE SUBGRADE PEDESTAL UNDISTURBED
SO B N AN, _ \ PREPARE SUBGRADE PEDESTAL UNDISTURBED R R R SUBGRADE OR APPROVED SUBSOIL FILL
NN ANV UGN SIS S N T TN N
SOOI XL PR NN ;@é RN SUBGRADE OR APPROVED SUBSOIL FILL RGN R COMPACTED TO 85% DENSITY TO FORM
. Zo NN NN NN //\*//\\//\//\//\\//\//\//\//\//\\//\ RO NN COMPACTED TO 85% DENSITY TO FORM R Z STABLE PLATFORM FOR TREE BALL AND TO
= CLLLLALLLLLL QAN N N NN QL QR Qe K QNN A AN A AN AN AN SN AN N
Ll N A AN N A AN N A A N A A M N A A R A AN AN WS N AN >
o — L I A I I N S I I N IS STABLE PLATFORM FOR TREE BALL AND TO R R PREVENT SETTLEMENT. SCARIFY OR BREAK
—Ex2 UKL KA AU RIS N N N N N N N N N NN AN AN AN N AN N J
" o X< NN N P NN N N N N NN NN NN N2 PREVENT SETTLEMENT. SCARIFY OR BREAK DR R XSRS RS NSNS NN I INT LX) 1/2 ROOTBALL UP HARDPAN IF ENCOUNTERED, TO ALLOW
LW-P% A S S A S A A AR RS ~ UP HARDPAN IF ENCOUNTERED, TO ALLOW FOR ROOT PENETRATION. ol -
Y203 AN 1/2 ROOTBALL FOR ROOT PENETRATION ’ ROOTBALL DIAMETER DIAMETER Qﬁ
<985 ROOTBALL DIAMETER DIAMETER ‘ ' <
bHZ? ~ < :
V v Z.
— >~ ||
SINGLE STEM TREE PLANTING MULTI-STEM TREE PLANTING O F Q
NOT TO SCALE NOT TO SCALE Q—‘ ) ‘
l'!?,\ ALL GROUNDCOVER BEDS SHALL BE M <C
4"‘«,;\ PLANTED USING TRIANGULAR PLANTING 2
S GENERAL NOTES: SCHEME. SEE PLANTING SCHEDULE FOR O C)
s 1. SEE PLANS FOR EXACT TREE LOCATION. ON—CENTER PLANTING DIMENSION. <C
‘ iil@% 2. ALL PLANT MATERIAL TO MEET THE LATEST EDITION OF ANSI Z60 U N
¥ 7 STANDARDS. Q
“gg!’«“’ 3. REMOVE ALL PLASTIC AND WIRE TAGS AND CORDS. ON—CENTER SPACING PER PLANTING STAGGER AS U l\
K T %w % 4. PRUNE CROSSOVER LIMBS AND BROKEN OR DEAD BRANCHES. DO NOT SCHEDULE. STAGGER ROWS .
T SUEGS'S ; SHOWN ON
Ky g UK 7 REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTENDED TO THE EDGE 5LANS ( )
TG ¥ OF THE CROWN. DOUBLE LEADERS MAY BE REMOVED AT PLANTING TIME. <t
W2y 'Av@ 5. REMOVE TOP 1/3 OF BURLAP AND WIRE BASKET. REMOVE SEPARATION FROM PAVEMENT/CURB LTJ
NON—BIODEGRADABLE WRAP COMPLETELY. GROUNDCOVER: 12" MIN. | | ‘ GRASS/PERENNIAL AS SPECIFIED 75 —
6. STAKE TREE AS INDICATED. REMOVE STAKES AT END OF WARRANTY PERIOD PERENNIAL: 12” MIN. ,
WITHOUT DISTURBING ROOT BALL. SHRUB: 18” MIN. SET TOP OF ROOT MASS 1" ABOVE
7. SET TREE PLUMB AND ROTATE AS DIRECTED BY LANDSCAPE ARCHITECT. - - FINISH GRADE
‘ & 3 8. OVER EXCAVATE TREE PIT IF DEBRIS, IMPENETRABLE SOILS OR STRUCTURAL
: < 1) MULCH PER SPECIFICATIONS
X RS FILL TO INDICATED DEPTH, REMOVE DEBRIS FROM SITE AS DIRECTED.
% 5 2 BACKFILL WITH COMPOST
.\ ANV PLANT AS SPECIFIED B »
L CORITILR PER SPECIICATIONS. WATER
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e ' ‘ SIDEWALK/CURB, SEE PLANS WW@i POCKETS
4 ;@A‘iﬁ % — POAN ANV NN DN DN NN NN .
A S - ~ UNDISTURBED SUBGRADE
% N :
Ry S ! 2"X4” BLACK, HARDWOOD STAKE.
N (3 STAKES, 120° APART)
S
% ROOT COLLAR/FLARE SHALL BE 1"=2" PLANT SPACING PERENNIALS AND GRASSES
“f':;?w\ ABOVE FINISH GRADE. REMOVE EXCESS SOIL NOT TO SCALE NOT TO SCALE
pi%‘ g TO LOCATE AND EXPOSE ROOT FLARE.
N
3 V‘A*S ”»
8ONDTI?ITIJ%U%FO@égDévl\cl)%gEMgtA?ﬁTlNG BED HOLD TOP OF MULCH g,
v M ' 1” BELOW FINISH GRADE N . Iy,
KEEP MULCH 2”—-3" FROM TRUNK BASE SN\
CNISH e SHRUBS,/GROUNDCOVER AS SPECIFIED 3 MAX §°’§\Q‘;€5\STE&3§;’,\;@
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e EVENLY ARGUND ROOT BALL TO STABILIZE PLANTING AREAS 3" OF HARDWOOD MULCH CONTINUOUS 3 MAX CRECKED &Y i
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m>S 7 PLANTING AREA
V V NOTE: °
EVERGREEN TREE PLANTING SHRUBS AND GROUNDCOVER PLANTING BED PERIMETER EBEL[;IT?OSIS_'ABIIE EFB)ELALII\ITS&@L/LE,\?U@HALL LANDSCAPE DETAILS
NOT 10 SCALE NOT TO SCALE NOT TO SCALE
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