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THE CONTRACTOR SHALL INSTALL ROOT BARRIERS NEAR ALL NEWLY-PLANTED TREES THAT ARE LOCATED WITHIN FIVE (5)
FEET OF PAVING OR CURBS.  ROOT BARRIERS SHALL BE "CENTURY" OR "DEEP-ROOT" 24" DEEP PANELS (OR EQUAL).  BARRIERS
SHALL BE LOCATED IMMEDIATELY ADJACENT TO HARDSCAPE.  INSTALL PANELS PER MANUFACTURER'S RECOMMENDATIONS.
UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR USE ROOT BARRIERS OF A TYPE THAT COMPLETELY ENCIRCLE THE
ROOTBALL.

ROOT BARRIERS

MULCHES
AFTER ALL PLANTING IS COMPLETE, CONTRACTOR SHALL INSTALL 3" THICK LAYER OF 1-1/2" SHREDDED WOOD MULCH,
NATURAL (UNDYED), OVER LANDSCAPE FABRIC IN ALL PLANTING AREAS (EXCEPT FOR TURF AND SEEDED AREAS).
CONTRACTOR SHALL SUBMIT SAMPLES OF ALL MULCHES TO LANDSCAPE ARCHITECT AND OWNER FOR APPROVAL PRIOR TO
CONSTRUCTION.  ABSOLUTELY NO EXPOSED GROUND SHALL BE LEFT SHOWING ANYWHERE ON THE PROJECT AFTER MULCH
HAS BEEN INSTALLED (SUBJECT TO THE CONDITIONS AND REQUIREMENTS OF THE "GENERAL GRADING AND PLANTING NOTES"
AND SPECIFICATIONS).

GENERAL GRADING AND PLANTING NOTES
1. BY SUBMITTING A PROPOSAL FOR THE LANDSCAPE PLANTING SCOPE OF WORK, THE CONTRACTOR CONFIRMS THAT HE

HAS READ, AND WILL COMPLY WITH, THE ASSOCIATED NOTES, SPECIFICATIONS, AND DETAILS WITH THIS PROJECT.
2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL EXISTING VEGETATION (EXCEPT WHERE NOTED TO

REMAIN).
3. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE FINAL ELEVATION OF

THE SOIL SURFACE (NOT TOP OF MULCH) AS INDICATED ON THE GRADING PLANS.
a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH GRADES OF ALL

LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE.  SEE SPECIFICATIONS FOR MORE DETAILED INSTRUCTION
ON TURF AREA AND PLANTING BED PREPARATION.

b. CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT AND MAINTAIN
SLOPES AS RECOMMENDED BY THE GEOTECHNICAL REPORT.  ALL LANDSCAPE AREAS SHALL HAVE POSITIVE
DRAINAGE AWAY FROM STRUCTURES AT THE MINIMUM SLOPE SPECIFIED IN THE REPORT AND ON THE GRADING
PLANS, AND AREAS OF POTENTIAL PONDING SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES
AND ELIMINATE PONDING POTENTIAL.

c. THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL WILL BE NEEDED,
TAKING INTO ACCOUNT THE ROUGH GRADE PROVIDED, THE AMOUNT OF SOIL AMENDMENTS TO BE ADDED (BASED
ON A SOIL TEST, PER SPECIFICATIONS), AND THE FINISH GRADES TO BE ESTABLISHED.

d. ENSURE THAT THE FINISH GRADE IN SHRUB AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING
SURFACES, AFTER INSTALLING SOIL AMENDMENTS, IS 3" BELOW THE ADJACENT FINISH SURFACE, IN ORDER TO
ALLOW FOR PROPER MULCH DEPTH.  TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE
GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE WALKS.

e. ENSURE THAT THE FINISH GRADE IN TURF AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING
SURFACES, AFTER INSTALLING SOIL AMENDMENTS,  IS 1" BELOW THE FINISH SURFACE OF THE WALKS.  TAPER THE
SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY
FROM THE WALKS.

f. SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS, GEOTECHNICAL REPORT,
THESE NOTES AND PLANS, AND ACTUAL CONDITIONS, THE CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS
TO THE ATTENTION OF THE LANDSCAPE ARCHITECT, GENERAL CONTRACTOR, AND OWNER.

4. ALL PLANT LOCATIONS ARE DIAGRAMMATIC.  ACTUAL LOCATIONS SHALL BE VERIFIED WITH THE LANDSCAPE ARCHITECT
OR DESIGNER PRIOR TO PLANTING.  THE LANDSCAPE CONTRACTOR SHALL ENSURE THAT ALL REQUIREMENTS OF THE
PERMITTING AUTHORITY ARE MET (I.E., MINIMUM PLANT QUANTITIES, PLANTING METHODS, TREE PROTECTION METHODS,
ETC.).
a. THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR DETERMINING PLANT QUANTITIES; PLANT QUANTITIES SHOWN

ON LEGENDS AND CALLOUTS ARE FOR GENERAL INFORMATION ONLY.  IN THE EVENT OF A DISCREPANCY BETWEEN
THE PLAN AND THE PLANT LEGEND, THE PLANT QUANTITY AS SHOWN ON THE PLAN (FOR INDIVIDUAL SYMBOLS) OR
CALLOUT (FOR GROUNDCOVER  PATTERNS) SHALL TAKE PRECEDENCE.

b. NO SUBSTITUTIONS OF PLANT MATERIALS SHALL BE ALLOWED WITHOUT THE WRITTEN PERMISSION OF THE
LANDSCAPE ARCHITECT.  IF SOME OF THE PLANTS ARE NOT AVAILABLE, THE LANDSCAPE CONTRACTOR SHALL
NOTIFY THE LANDSCAPE ARCHITECT IN WRITING (VIA PROPER CHANNELS).

c. THE CONTRACTOR SHALL, AT A MINIMUM, PROVIDE REPRESENTATIVE PHOTOS OF ALL PLANTS PROPOSED FOR THE
PROJECT.  THE CONTRACTOR SHALL ALLOW  THE LANDSCAPE ARCHITECT AND THE OWNER/OWNER'S
REPRESENTATIVE TO INSPECT, AND APPROVE OR REJECT, ALL PLANTS DELIVERED TO THE JOBSITE.  REFER TO
SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS FOR SUBMITTALS.

5. THE CONTRACTOR SHALL MAINTAIN THE LANDSCAPE IN A HEALTHY CONDITION FOR 90 DAYS AFTER ACCEPTANCE BY THE
OWNER.  REFER TO SPECIFICATIONS FOR CONDITIONS OF ACCEPTANCE FOR THE START OF THE MAINTENANCE PERIOD,
AND FOR  FINAL ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD.

6. SEE SPECIFICATIONS AND DETAILS FOR FURTHER REQUIREMENTS.
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PARKING PERIMETER
LENGTH: 80 LF
TREES REQUIRED: 2 TREES (1 TREE PER 50 LF)
TREES PROVIDED: 2 TREES

PARKING
INTERIOR PARKING AREA: 9,503 SF
LANDSCAPE AREA REQUIRED: 475 SF (5%)
LANDSCAPE AREA PROVIDED: 565 SF (8.4%)
TREES REQUIRED: 4 TREES (1 TREE PER 2,400 SF PKG AREA)
TREES PROVIDED: 4 TREES
SHRUBS REQUIRED: 19 SHRUBS (1 SHRUB PER 500 SF PKG AREA)
SHRUBS PROVIDED: 27 SHRUBS

BUFFER YARD
BUFFER LENGTH NORTH: 973 LF
TREES REQUIRED: 68 TREES (7 TREES PER 100 LF)
TREES PROVIDED: 68 TREES
SHRUBS REQUIRED: 97 SHRUBS (10 SHRUBS PER 100 LF)
SHRUBS PROVIDED: 97 SHRUBS

BUFFER LENGTH SOUTH: 693 LF
TREES REQUIRED: 48 TREES (7 TREES PER 100 LF)
TREES PROVIDED: 48 TREES
SHRUBS REQUIRED: 69 SHRUBS (10 SHRUBS PER 100 LF)
SHRUBS PROVIDED: 69 SHRUBS

SUPPLEMENTAL TREES
SITE AREA: 1,425,493 SF (32.72 ACRES)
MIN. TREES REQUIRED: 16 TREES (5 TREES PER ACRE)
SUPPLEMENTAL TREES REQUIRED: 98 TREES
TREES PROPOSED: 98 TREES
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THE CONTRACTOR SHALL INSTALL ROOT BARRIERS NEAR ALL NEWLY-PLANTED TREES THAT ARE LOCATED WITHIN FIVE (5)
FEET OF PAVING OR CURBS.  ROOT BARRIERS SHALL BE "CENTURY" OR "DEEP-ROOT" 24" DEEP PANELS (OR EQUAL).  BARRIERS
SHALL BE LOCATED IMMEDIATELY ADJACENT TO HARDSCAPE.  INSTALL PANELS PER MANUFACTURER'S RECOMMENDATIONS.
UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR USE ROOT BARRIERS OF A TYPE THAT COMPLETELY ENCIRCLE THE
ROOTBALL.

ROOT BARRIERS

MULCHES
AFTER ALL PLANTING IS COMPLETE, CONTRACTOR SHALL INSTALL 3" THICK LAYER OF 1-1/2" SHREDDED WOOD MULCH,
NATURAL (UNDYED), OVER LANDSCAPE FABRIC IN ALL PLANTING AREAS (EXCEPT FOR TURF AND SEEDED AREAS).
CONTRACTOR SHALL SUBMIT SAMPLES OF ALL MULCHES TO LANDSCAPE ARCHITECT AND OWNER FOR APPROVAL PRIOR TO
CONSTRUCTION.  ABSOLUTELY NO EXPOSED GROUND SHALL BE LEFT SHOWING ANYWHERE ON THE PROJECT AFTER MULCH
HAS BEEN INSTALLED (SUBJECT TO THE CONDITIONS AND REQUIREMENTS OF THE "GENERAL GRADING AND PLANTING NOTES"
AND SPECIFICATIONS).

GENERAL GRADING AND PLANTING NOTES
1. BY SUBMITTING A PROPOSAL FOR THE LANDSCAPE PLANTING SCOPE OF WORK, THE CONTRACTOR CONFIRMS THAT HE

HAS READ, AND WILL COMPLY WITH, THE ASSOCIATED NOTES, SPECIFICATIONS, AND DETAILS WITH THIS PROJECT.
2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL EXISTING VEGETATION (EXCEPT WHERE NOTED TO

REMAIN).
3. IN THE CONTEXT OF THESE PLANS, NOTES, AND SPECIFICATIONS, "FINISH GRADE" REFERS TO THE FINAL ELEVATION OF

THE SOIL SURFACE (NOT TOP OF MULCH) AS INDICATED ON THE GRADING PLANS.
a. BEFORE STARTING WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THAT THE ROUGH GRADES OF ALL

LANDSCAPE AREAS ARE WITHIN +/-0.1' OF FINISH GRADE.  SEE SPECIFICATIONS FOR MORE DETAILED INSTRUCTION
ON TURF AREA AND PLANTING BED PREPARATION.

b. CONSTRUCT AND MAINTAIN FINISH GRADES AS SHOWN ON GRADING PLANS, AND CONSTRUCT AND MAINTAIN
SLOPES AS RECOMMENDED BY THE GEOTECHNICAL REPORT.  ALL LANDSCAPE AREAS SHALL HAVE POSITIVE
DRAINAGE AWAY FROM STRUCTURES AT THE MINIMUM SLOPE SPECIFIED IN THE REPORT AND ON THE GRADING
PLANS, AND AREAS OF POTENTIAL PONDING SHALL BE REGRADED TO BLEND IN WITH THE SURROUNDING GRADES
AND ELIMINATE PONDING POTENTIAL.

c. THE LANDSCAPE CONTRACTOR SHALL DETERMINE WHETHER OR NOT THE EXPORT OF ANY SOIL WILL BE NEEDED,
TAKING INTO ACCOUNT THE ROUGH GRADE PROVIDED, THE AMOUNT OF SOIL AMENDMENTS TO BE ADDED (BASED
ON A SOIL TEST, PER SPECIFICATIONS), AND THE FINISH GRADES TO BE ESTABLISHED.

d. ENSURE THAT THE FINISH GRADE IN SHRUB AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING
SURFACES, AFTER INSTALLING SOIL AMENDMENTS, IS 3" BELOW THE ADJACENT FINISH SURFACE, IN ORDER TO
ALLOW FOR PROPER MULCH DEPTH.  TAPER THE SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE
GRADING PLANS, AT APPROXIMATELY 18" AWAY FROM THE WALKS.

e. ENSURE THAT THE FINISH GRADE IN TURF AREAS IMMEDIATELY ADJACENT TO WALKS AND OTHER WALKING
SURFACES, AFTER INSTALLING SOIL AMENDMENTS,  IS 1" BELOW THE FINISH SURFACE OF THE WALKS.  TAPER THE
SOIL SURFACE TO MEET FINISH GRADE, AS SPECIFIED ON THE GRADING PLANS, AT APPROXIMATELY 18" AWAY
FROM THE WALKS.

f. SHOULD ANY CONFLICTS AND/OR DISCREPANCIES ARISE BETWEEN THE GRADING PLANS, GEOTECHNICAL REPORT,
THESE NOTES AND PLANS, AND ACTUAL CONDITIONS, THE CONTRACTOR SHALL IMMEDIATELY BRING SUCH ITEMS
TO THE ATTENTION OF THE LANDSCAPE ARCHITECT, GENERAL CONTRACTOR, AND OWNER.

4. ALL PLANT LOCATIONS ARE DIAGRAMMATIC.  ACTUAL LOCATIONS SHALL BE VERIFIED WITH THE LANDSCAPE ARCHITECT
OR DESIGNER PRIOR TO PLANTING.  THE LANDSCAPE CONTRACTOR SHALL ENSURE THAT ALL REQUIREMENTS OF THE
PERMITTING AUTHORITY ARE MET (I.E., MINIMUM PLANT QUANTITIES, PLANTING METHODS, TREE PROTECTION METHODS,
ETC.).
a. THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR DETERMINING PLANT QUANTITIES; PLANT QUANTITIES SHOWN

ON LEGENDS AND CALLOUTS ARE FOR GENERAL INFORMATION ONLY.  IN THE EVENT OF A DISCREPANCY BETWEEN
THE PLAN AND THE PLANT LEGEND, THE PLANT QUANTITY AS SHOWN ON THE PLAN (FOR INDIVIDUAL SYMBOLS) OR
CALLOUT (FOR GROUNDCOVER  PATTERNS) SHALL TAKE PRECEDENCE.

b. NO SUBSTITUTIONS OF PLANT MATERIALS SHALL BE ALLOWED WITHOUT THE WRITTEN PERMISSION OF THE
LANDSCAPE ARCHITECT.  IF SOME OF THE PLANTS ARE NOT AVAILABLE, THE LANDSCAPE CONTRACTOR SHALL
NOTIFY THE LANDSCAPE ARCHITECT IN WRITING (VIA PROPER CHANNELS).

c. THE CONTRACTOR SHALL, AT A MINIMUM, PROVIDE REPRESENTATIVE PHOTOS OF ALL PLANTS PROPOSED FOR THE
PROJECT.  THE CONTRACTOR SHALL ALLOW  THE LANDSCAPE ARCHITECT AND THE OWNER/OWNER'S
REPRESENTATIVE TO INSPECT, AND APPROVE OR REJECT, ALL PLANTS DELIVERED TO THE JOBSITE.  REFER TO
SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS FOR SUBMITTALS.

5. THE CONTRACTOR SHALL MAINTAIN THE LANDSCAPE IN A HEALTHY CONDITION FOR 90 DAYS AFTER ACCEPTANCE BY THE
OWNER.  REFER TO SPECIFICATIONS FOR CONDITIONS OF ACCEPTANCE FOR THE START OF THE MAINTENANCE PERIOD,
AND FOR  FINAL ACCEPTANCE AT THE END OF THE MAINTENANCE PERIOD.

6. SEE SPECIFICATIONS AND DETAILS FOR FURTHER REQUIREMENTS.
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TREES CODE BOTANICAL NAME COMMON NAME ROOT CALIPER HEIGHT QTY

AS Acer saccharum Sugar Maple B & B 2.5" Cal 10`-12` 19

GS Gleditsia triacanthos `Skyline` Skyline Honey Locust B & B 2.5" Cal 10`-12` 19

PS2 Pinus strobus White Pine B & B 2.5" Cal 10` min. 26

RO Quercus rubra Red Oak 670 gal. 2.5" Cal 10`-12` 21

TC Tilia cordata Littleleaf Linden B & B 2.5" Cal 10`-12` 37

SHRUBS CODE BOTANICAL NAME COMMON NAME ROOT CONTAINER SPACING QTY

AF Abelia x grandiflora `Francis Mason` Francis Mason Abelia --- 36" o.c. 37

BA Berberis thunbergii 'Atropurpurea Nana' Dwarf Red Leaf Japanese Barberry 3 gal Cont. 30" o.c. 23

BG Buxus x `Green Mound` Green Mound Boxwood 3 gal Cont. 36" o.c. 14

IC Ilex cornuta `Carissa` Carissa Holly 3 gal. Cont. 36" o.c. 21

PS Panicum virgatum `Shenendoah` Burgundy Switch Grass 3 gal Cont. 36" o.c. 12

PG Physocarpus opulifolius 'Golden Nugget' Golden Nugget Ninebark 5 gal Cont. 72" o.c. 81

VL Viburnum rhytidophyllum Leatherleaf Viburnum 5 gal Cont. 72" o.c. 86

GROUND COVERS CODE BOTANICAL NAME COMMON NAME TYPE CONTAINER SPACING QTY

FS Festuca arundinacea 'Kentucky 31' Kentucky Tall Fescue Hydromulch 485,086 sf

FK Festuca arundinacea 'Kentucky 31' Kentucky Tall Fescue sod 39,879 sf

HA Hemerocallis x 'Aztec Gold' Aztec Gold Daylily 1 gal. 15" o.c. 35

PLANT SCHEDULE
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